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 SILICONE SHEETING


“AG65TC”

THERMALLY CONDUCTIVE GRADE

65 Shore “A”

DESCRIPTION:
Thermally conductive sheeting is an unsupported 65 durometer (shore A) solid silicone sheet. It is designed to be used in applications where heat needs to be transferred through the material and still have good electrical insulation. The material is available in continuous rolls 18” wide. It is resistant to extreme high and low temperatures, and is proven to be an excellent gasketing material. Call customer service for availability.

FEATURES:






 Excellent Thermal Conductivity





 Excellent Gasketing Material





 Extreme High & Low Temperature Resistant



 Electrically Insulated

 UV / Ozone Resistant






PHYSICAL PROPERTIES
PROPERTIES



Test Method


Typical Properties

Color








Light Blue

Durometer, (Shore “A”)

ASTM D2240


65 +/-5

Tensile Strength, (psi)


ASTM D412


250

Elongation, (%)


ASTM D412


200 

Temperature Range (oF)





-80 to +400
Thermal Resistance (oC/W) 1/16”
ASTM 1530@100psi

1.25
Thermal Conductivity W/mK





1.3

Dielectric Strength (volts/mil)




450

Volume Resistivity (ohm-cm)





1 x 1014
UL Rating







UL94 HB

The above values are typical properties and are provided for information only. They should not be used to set specification requirements. It is up to the end user to determine whether the material is suitable for the intended application.
















